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eBoost2

Keep your boost controller, or plan an FD-controlled valve.

Exact-model wiring, app setup and commissioning.
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1

E B O O ST 2

Identify the eBoost2 and
choose your route

This book covers the eBoost2's documented SSB two-wire switching interface. Keep the eBoost2 if you want its

gauge and boost tune to remain in charge while FD requests known groups. Replace the controller only if you

are prepared to qualify the valve, provide FD's pressure measurement and commission a new boost tune.

eBoost2 60mm Sleeper head unit; four-port kit product page, valve reuse not implied · Image: manufacturer, via cited official

product page.

Match the installed serial number, firmware and loom to the manual. The photograph shows the 60mm Sleeper

head unit from a four-port kit; the referenced complete manual names TS-0301-1001–1013. The face alone does

not identify the fitted solenoid or prove that every eBoost2 variant has identical electrical requirements. [M1,

M2]
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2

E B O O ST 2

Wiring diagrams

Start here for the actual wire connections. First locate the FD leads, then choose the drawing

for the route you are installing.

Harness B · J6 · 12-way

latch

1 2 3 4 5 6

7 8 9 10 11 12

Bottom row, left to right: 1 BATT+ · 2 AUX1 · 3 IGN · 4 GND · 5 CAN2 H · 6 CAN2 L

Top row, left to right: 7 GND · 8 AUX2 · 9 OUT4 · 10 OUT3 · 11 OUT2 · 12 OUT1

Looking into the plug's mating face with the latch at the top

Original FusionDrive harness reference. Look into the plug mating

face with the latch at the top. Wire drawings show logical terminal

positions.

Harness C · J8 · 8-way

latch

1 2 3 4

5 6 7 8

Bottom row, left to right: 1 IN1 · 2 IN2 · 3 IN3 · 4 +5V OUT

Top row, left to right: 5 IN4 · 6 IN5 · 7 IN6 · 8 GND

Looking into the plug's mating face with the latch at the top

Original FusionDrive harness reference. Look into the plug mating

face with the latch at the top. Wire drawings show logical terminal

positions.

Wire colours match the FD flying leads; the accessory segment uses its documented colour where known. A

small sleeve marks an insulated splice. Match the lead label and cavity number. Harness B AUX1/AUX2 are low-

side ground sinks. OUT1–4 supply positive voltage from the dedicated feed. Harness C inputs accept

conditioned 0–5 V signals. Never join competing supplies or output drivers.

1. W1 · eBoost2 — SSB up/down request circuit

2. W2 · eBoost2 · direct FD valve wiring

3. W3 · Turbosmart eBoost2 — external power interface — only if required
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2.1 W1 · eBoost2 — SSB up/down request circuit

FusionDrive

Harness B / C · FD Design LS

eBoost2

Exact terminals below

AUX1

J6 pin 2 · violet

eBoost2 GREEN external

switching wire

One group up

AUX2

J6 pin 8 · pink

eBoost2 ORANGE external

switching wire

One group down

POWER GND

J6 pins 4 + 7 · black

eBoost2 BLACK ground
Common reference

Wire colours: FD loom at left; documented accessory wire at right. Small sleeve = insulated splice.

Connector positions here are logical; use the mating-face drawings to locate FD cavities.

Two independent momentary low-side requests. Keep OEM fused supply, pressure hose and valve circuit intact. No junction

connects green and orange.

Terminal-to-terminal wiring schedule

From To Signal / electrical condition

FD AUX1 / J6 pin 2 eBoost2 GREEN external switching wire One group up

Momentary ground

FD AUX2 / J6 pin 8 eBoost2 ORANGE external switching wire One group down

Momentary ground

FD J6 ground reference eBoost2 BLACK ground Common reference

Ground

OFF / released: Both AUX switches open; controller retains its selected group.

ON / active: A pulse on green requests one increment; a pulse on orange requests one decrement. End stops, no wrap.

Qualification: SSB only; matching 2–6 groups, exact loom, shared reference and measured pulse acceptance. Never issue

simultaneous requests. FD group is estimated, not returned telemetry.
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2.2 W2 · eBoost2 · direct FD valve wiring

FusionDrive

Built-in high-side power stage

OUT1

J6 pin 12 · orange

BATT+

J6 pin 1 · red

GND4

J6 pin 4 · black

GND7

J6 pin 7 · black

Compatible valve /

load

Identify + / − from its data sheet
+

−

Branch fuse for load / cable

Positive PWM from FD

Load return

Battery

12 V nominal

+

−

30 A feed fuse near battery

Both FD ground leads

OUT1–4: designed 10 A each, shared 30 A fused feed. Verify actual running / start current and heat.

Disconnect both old controller/load wires. Use the load maker’s required suppression and PWM frequency.

Remove and individually insulate BOTH old controller-to-coil conductors before connecting the new driver. Draw the old driver as

disconnected, not joined to the load. A separately documented valve is the alternative if original coil limits are unknown.
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Terminal-to-terminal wiring schedule

From To Signal / electrical condition

Battery positive through installation-sized

fuse

FD J6 pin 1 Heavy power feed

+12 V supply

FD OUT1 / J6 pin 12 Qualified valve positive Switched load supply

High-side PWM

Qualified valve negative Suitable power return Load return

Ground

FD J6 pins 4 and 7 Power ground reference Controller return

Ground

OFF / released: OUT1 de-energized; valve must return to its tested base-pressure pneumatic routing.

ON / active: OUT1 supplies PWM to the qualified valve; actual frequency/current/flyback limits come from the installed

components.

Qualification: Not a universal compatibility declaration. Confirm coil part/current, frequency, suppression, driver thermal limits,

fuse/wire sizing and de-energized plumbing. Never parallel old and FD drivers.
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2.3
W3 · Turbosmart eBoost2 — external power interface —
only if required

FusionDrive

Retain its native power / IGN

AUX1

J6 pin 2 · violet

POWER GND

J6 pins 4 + 7 · black

External power

stage

Use only for a defined need

Compatible

load

Exact stage terminals

Sink-compatible INPUT

Control reference

Battery

12 V nominal

+

−

Stage / load supply fuse

POWER + / return

AUX carries input current only.

Stage topology, input bias and load

terminals follow its exact data sheet.

Exception: use a separate stage only for a specified current, inrush, thermal, polarity or interface need.

Use this alternative only when direct OUT drive cannot meet the load current/inrush or electrical requirements. Match a

documented ground-sink PWM input to AUX and record the exact driver terminal names and complete power/return path.
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Terminal-to-terminal wiring schedule

From To Signal / electrical condition

FD AUX1 / J6 pin 2 external driver active-low input Logic request

Active low

FD ground reference Driver signal reference Reference

Ground

Separately fused battery positive Driver power supply Load supply, not AUX power

+12 V

Driver load output Qualified valve Load drive

As exact driver specification

OFF / released: Open AUX input must produce verified driver OFF and tested valve base-pressure routing.

ON / active: Driver switches its own fused supply in response to a qualified FD signal.

Qualification: AUX supplies a ground-sink command only. Select this external interface for a specific capacity or electrical mismatch;

verify input voltage/current, frequency, release behaviour, load rating, suppression and both power-up sequences.

EBOOST2

fusiondrive.io  ·  FusionDrive eBoost2  ·  Model review 1.2 · LS  ·  September 2026 page 8



3

E B O O ST 2

Before connecting this
installation

Work with power isolated. Photograph the exact controller label, connectors, present wiring and pneumatic

layout. Save the existing tune and list each function currently depending on this controller. A matching display

photograph identifies the product; it does not establish connector orientation, valve compatibility or the

firmware revision inside it.

The drawings identify electrical nodes rather than a connector mating-face view. Match FD cavity numbers

against the supplied loom drawing before terminating a wire. FD Design LS has AUX1 on J6 pin 2 and AUX2 on

J6 pin 8, both low-side switches in the nominal 1 A class. They pull a compatible circuit toward ground; they do

not supply +12 V, generate analog sensor voltage or provide an isolated dry contact. J6 pins 4 and 7 are ground,

pin 1 is the separately fused heavy feed, and pin 3 is ignition sense. OUT1/2/3/4 are high-side channels on J6

pins 12/11/10/9. The board's shared 30 A feed is not a 30 A allowance for each output. [FD1]

Before a direct trigger connection, establish the controller input's open-circuit voltage, expected current,

polarity and reference with appropriate instruments. Compare those measurements with the FD channel's

actual electrical limits. If an isolated interface is required, use a documented, qualified interface; the drawing

does not qualify an arbitrary relay. Keep sensor returns out of high-current load-return paths. Label every new

conductor at both ends, protect joints and preserve service access.
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E B O O ST 2

Set up an independent view
of boost

The retained-controller request and measured boost are different channels. Where this guide does not provide

a documented controller telemetry route, use a separately calibrated pressure source. A control wire is not a

pressure-data output.

In FD, connect to the real device, then configure the chosen input with a descriptive name, physical unit and its

documented calibration. J8 IN1/2/3 occupy pins 1/2/3; IN4/5/6 occupy pins 5/6/7. J8 pin 4 is +5 V and pin 8 is

ground. A sensor output must suit FD's conditioned 0–5 V input; do not join two 5 V supplies when sharing a

sensor. Shared loading and ground error must preserve the original ECU/controller measurement. Use an

appropriate buffer or independent sensor when required. [FD1]

For vehicle data, open More → OBD Settings, enable the supported signals needed for the installation and

verify live values. Absolute manifold pressure and gauge boost are different: configure the correct

source/reference, then compare engine-off and known-pressure readings with an independent instrument.

Log source validity and age where available. A visible PID or a fast recorder setting does not establish an

adequate pressure-update rate for closed-loop control. [FD2]
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5

E B O O ST 2

Keep route — connect only
the switching inputs

Keep the existing fused red power lead, black ground, pressure hose and grey/brown valve circuit intact. FD

requests a group; the eBoost2 remains responsible for the resulting valve duty and protection. White is an

auxiliary output, and yellow is an RPM input: neither is a group-command connection. [M1 p6]

FD terminal eBoost2 node Purpose

AUX1, J6 pin 2 Green switching input Request one group higher

AUX2, J6 pin 8 Orange switching input Request one group lower

Verified FD ground

reference

Black ground Establish the compatible reference

No new FD connection Grey/brown valve pair Preserve eBoost2 valve ownership

Use wiring diagram W1 in the Wiring diagrams chapter for the exact connections. Return here for the installation

and app setup steps.

The circuit uses two separate switches. When idle, both are open. A short closure of green advances; orange

retreats. At either end the selection stops rather than wrapping. This behaviour is SSB; SSA's reset and ESP's

held-bit selection are different contracts. [M1 pp20–21]

5.1 Set the eBoost2 before opening FD settings

From eBoost2 live mode press MODE + SETUP/UP together to enter setup. Use UP/DOWN to navigate, MODE

to enter/confirm and save. Set nSP to the number of commissioned groups and SL to SSB. Disable dS for initial

integration. Keep the existing overboost setting and independent engine protection. Return the physical unit to

Group 1. Consult its matching menu instructions if button behaviour differs; do not change boost values just to

make a switching test visible. [M1 pp14–16, 20–21, 30]

5.2 Set FD and prove each transition

Open More → Boost Control → Third-party EBC → Controller setup; select Turbosmart eBoost2.1

Set the same group count, between two and six. This route uses two trigger wires and Loops OFF.2

Under Controller setup, inspect EBC Pulse Duration. FD defaults to 100 ms and imposes at least 100 ms

between pulses; these are implementation values, not a guaranteed eBoost2 timing requirement.

Measure one clean accepted change per request.

3
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Saving a changed EBC model/group configuration resets FD's estimate to Group 1. FD cannot read a manual

button change or a second switch. If either occurs, stop automatic requests and re-synchronize. Controller-only

and FD-only restarts must be tested separately. Automatic restore assumes an independently verified Group 1

start and controller readiness before FD's five-second restore window; keep it disabled until those conditions

are demonstrated.

5.3 A useful retained automation

Create a disabled Automations rule using a configured temperature input and Boost Group as its action.

During bench testing, name the groups by their measured tune, then use a simulated high-temperature

condition to request the already-qualified lower-output group. Make the exit deliberate; do not automatically

return to a stronger setting unless that transition is intended. This is convenience control. A missed pulse or

out-of-sync estimate means it cannot replace a physical overboost safeguard.

Observation Expected / required response

Both AUX requests released eBoost2 keeps its chosen group

One green/orange pulse Exactly one corresponding display change

Request beyond first/last group No wrap or extra movement

Manual change or missed pulse Stop rules; physically restore synchronization

Lost FD pressure logging source Mark the measurement unavailable; do not infer actual boost from group

Phone disconnected Saved FD logic continues; phone recording is separately affected

Set Show on Dashboard as wanted and keep Restore EBC State on Ignition On OFF. Tap Save EBC

setup and wait for confirmed device readback. Then open Configure Boost Group Names, match the

recorded tune sheet and tap Save Names.

4

Save, acknowledge/read back, then request 1→2→3 and 3→2→1 while observing the eBoost2 display in a

non-boosting setup. Check both endpoints and any multi-step request. [FD4]

5
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E B O O ST 2

Replace route — retire the

eBoost2 valve driver

Remove the original controller-to-coil connections before connecting FD. Preserve vehicle ECU wiring that was

only tapped for RPM. If an eBoost2 remains as a display, its valve driver must remain electrically separate and its

display/fault behaviour must be tested; leaving the old loom plugged in is not isolation.

The reviewed manual's solenoid-cycle setting does not establish every historical coil's continuous current,

clamp compatibility or operating frequency for a new driver. Identify the actual three/four-port solenoid and

obtain its electrical specification. Use a separately documented valve if that evidence is absent. The suggested

OUT1 allocation below is a qualified topology, not permission to reuse any valve sold with an eBoost2.

Use wiring diagram W2 in the Wiring diagrams chapter for the exact connections. Return here for the installation

and app setup steps.

Use wiring diagram W3 in the Wiring diagrams chapter for the exact connections. Return here for the installation

and app setup steps.

Recheck pressure source, wastegate port and vent routing against the actual valve instructions. Record

mechanical base pressure with the valve de-energized. Original eBoost2 group tables, gate response, RPM

correction, auxiliary/shift functions and gauge settings do not import. Record each retained, recreated or

removed function before deleting the old installation. FD profiles are new configurations; no numeric

conversion of eBoost2 SP/GP/SN into FD target/PID values is supplied.
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E B O O ST 2

Replacement route —
configure FD's controller

Current app workflow: Configure this installation from its function in Settings. Controls provides live actions

and the Dashboard provides glance controls; use a card's edit menu to return to setup. A configured output

remains visible even when disabled. Enabled rules operate their assigned enabled outputs automatically; there

is no extra output mode to select. Live Off, On or duty takes over a generic output until you choose Resume

automation. Setup keeps the electrical limits, calibration and response settings. Assigned boost, WMI and

nitrous outputs use their controller-specific actions, preserving sensor protections and any paired fuel/stage

logic. Nitrous Arm allows its configured activation conditions to operate; it is not an unconditional spray

command.

Setup and vehicle data: Starting presets remain editable; Add Sensor includes calibration and fine tuning

before Create. Use dedicated IGN, fresh running-engine OBD evidence, or both for vehicle activity; a dedicated

IGN wire is optional when valid OBD evidence is available. If the pressure hose is unused, explicitly select OBD

pressure in setup. A valid atmospheric sensor reading cannot identify a disconnected hose. These app choices

do not change the product-specific electrical compatibility or limitations described below.

Start with the original controller's valve driver physically disconnected and the FD controller disabled. Confirm

the assigned channel is free of other owners. Existing saved settings must be inspected even when the channel

appears unused.

Open More → Boost Control → Third-party EBC → Controller setup and choose Not Configured and

tap Save EBC setup. The original remote-input pulse engine is unnecessary after this migration and

must not reserve AUX outputs.

1

Open More → Outputs, select the installed channel, name it Boost solenoid, and inspect Enabled,

Switching frequency, and minimum/maximum duty. Enter the frequency and limits qualified for the

actual valve or driver. A selectable 0–100% range is not approval to use either extreme under load.

2

Assign the output from the controller connection settings. Review Turn off on ignition off with the

selected dedicated IGN and/or fresh running-engine OBD source and tested power sequencing.

3

Open More → Boost Control → Fusion Boost → Configure Fusion Boost → Connection and select the

same Solenoid output. Keep the controller disabled while configuring measurements and protections.

4

In Connection → Shared boost pressure, select the pressure source. Choose the required RPM, throttle

and coolant inputs in Connection → Feedback & load inputs. Prove each source's calibration, units and

freshness. An explicit failed source does not silently switch to a different sensor.

5

Set the installation's professionally established Max Boost Limit. In Configure Fusion Boost →
Protection, configure the overboost margin, sensor timeout and initially Invalid MAP feedback → Cut

output. Test the actual de-energized pneumatic result. Use Require warm coolant only with a valid

temperature source.

6
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7.1 Choose the control mode deliberately

Manual requests duty directly for qualified commissioning and ignores target scheduling. Establish electrical

polarity, frequency and off-state first. Open Loop uses the calibrated base-duty map without correcting

measured pressure error. Closed Loop adds PID correction around that map. Begin closed loop only after a

stable base map and fresh pressure measurement exist. Open Configure Fusion Boost → PID to configure PID

Tuning, Correction limit (%), and Derivative filter with the tuner; a zero correction limit disables PID duty

correction. Numbers from the removed controller do not translate into FD PID gains.

Choose one appropriate schedule. Profile / existing RPM curve provides the baseline; the optional Boost

Target by RPM curve applies in Closed Loop with fresh RPM. Gear × RPM grid requires a valid whole-number

gear 1–8; unavailable gear, neutral and reverse cut output. Vehicle speed curve uses km/h and holds its last

target beyond its final point. Time after load request starts from valid RPM and throttle conditions and resets

on release or missing data. These options need their own source and transition tests; do not enable them

simply because the editor offers them.

Gear/speed/time schedules are capped by the active profile target and Max Boost Limit. Configure

activation/release thresholds and Maximum target rise; zero rise limit means immediate changes. Keep

intended exit behaviour explicit. Current fallback options are constrained: reduced open-loop or held-duty

fallback is only offered for AUTO pressure with the Profile/existing-RPM strategy. Explicit pressure and

schedules requiring missing data cut output. Do not disguise a missing measurement with positive-duty

fallback. [FD3]

7.2 Add automation after the base installation works

Use Automations to create a disabled rule with named, configured inputs. Use the controller's Boost Enable,

Boost Profile or Boost Target actions where applicable; do not fight an internally owned channel with generic

PWM rules. Choose thresholds and an exit action appropriate to the measured installation. Prove entry, exit,

stale-source behaviour and interruption with a non-boosting bench setup before engine-load operation. Rules

and controller settings are stored on FD after acknowledged save/read-back; the phone is a viewport, not the

runtime controller. [FD4]

Keep Learn duty corrections OFF initially. Under Configure Fusion Boost → Profiles, name the installed

profiles (three by default, up to eight on supported firmware), set conservative measured targets and

deliberately set Profile can drive the output for each profile. Defaults are not a tune.

7

Build Base Duty by Boost Target from controlled measurements. This eleven-point, 5 PSI-spaced table

relates requested pressure to duty; it is not sensor calibration. Use Save Fusion Boost settings, wait for

acknowledgement and reread the device. Repeat read-back after restart before engine-load testing.

[FD3]

8
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E B O O ST 2

Record the installation and
logging result

Create a log with measured boost, source validity/age, RPM, throttle, relevant temperatures and the configured

FD inputs. Add the retained-controller group estimate or request channel, or internal mode/profile/target/base

duty/final duty after replacement. Include automation entry/exit events and any available independent lambda,

fuel-pressure or WMI measurements that matter to the tune. Use names that distinguish FD requested,

controller reported and physically measured. FD Design LS has no per-output coil-current measurement.

Keep the phone connected and recording when local phone logs are required; enable Cloud upload separately

if wanted. The saved controller and automation logic can run without the phone, while phone/cloud logging

depends on its own connectivity. Inspect timestamps, repeated samples and gaps. A controller broadcast,

sensor or ECU cannot update faster merely because the recorder is configured for a higher rate.

Record controller and FD firmware versions, valve and sensor part numbers, source manual revisions, exact

wire endpoints, fuse/driver selection, trigger measurements, measured PWM, pressure calibration and the

observed OFF state. Repeat tests for phone disconnect, FD-only restart, controller-only restart when retained,

ignition cycling, lost pressure and every required schedule source. Check read-back against the intended

configuration after each restart. Store the tune, schematic, photographs and logs together.

This is an illustrated local review manual, not a report of a physical conversion. Electrical qualification, pulse

acceptance, fault response, pneumatic operation and controlled-load validation remain installation acceptance

tasks. A firmware simulation does not demonstrate the installed valve's current, clamp behaviour or a

controller's real pulse timing.
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E B O O ST 2

Sources and review basis

M1 — Turbosmart eBoost2 complete installation manual, TS-0301-1001–1013. Printed/PDF pp6 wiring, 14–16

menus, 20–21 switch logic, 30 delay, 31 solenoid cycle. Turbosmart eBoost2 complete installation manual, TS-

0301-1001–1013

M2 — Turbosmart eBoost2 60mm Sleeper four-port official product page. Product identification and current

manufacturer manual link. Turbosmart eBoost2 60mm Sleeper four-port official product page

FD1 — FD Design LS hardware limitation and connector evidence. J6 / J8 / shared heavy-feed sections.

docs/V1_LS_HARDWARE_LIMITATIONS.md

FD2 — FD iOS input and CAN configuration. OBD/CAN settings; input configuration and

CANDecodeEditorView.swift. iOS/FusionDrive/Features/OBD/OBDSettingsView.swift

FD3 — FD iOS internal boost and schedule editors. Output Assignment, Safety, profiles, tables;

BoostScheduleEditor.swift. iOS/FusionDrive/Features/Boost/BoostControlView.swift

FD4 — FD iOS automations and external EBC implementation. Action catalog; SettingsView.swift; ESP

modules/control/EBCController.h and BLECmd_EBCDevice.inc.

iOS/FusionDrive/Features/Automations/AutomationEditorView.swift

Manufacturer names and product photographs identify equipment; they do not imply endorsement. Source

access and FD source review: 12 September 2026. These drawings are original FD circuit explanations, not

copied manufacturer connector-face drawings.
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Questions?

Documentation  ·  fusiondrive.io/docs

Support  ·  in the app: More → Settings → Device & firmware → Report an Issue

Review library  ·  Local FD V3 / accessory-integration / model-guides

FusionDrive switches real current to real loads and can control boost, water/methanol injection and nitrous. Fuse every feed and

every load, respect the ratings in the specifications, and set failsafes before you drive. Configure and tune with the vehicle

stationary. The installer is responsible for compliance with local vehicle regulations. Independent local review draft. Exact-model

electrical compatibility and the commissioning tests in this guide have not received physical sign-off. Product photographs and

manufacturer names identify equipment only; no manufacturer endorsement is implied. Follow the matching original manual and

the qualification requirements for each proposed interface. No universal replacement or load-rating approval is given.
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